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Installation Manual
RFID Demo V.1.0 and RFID DemoCE V.1.1

1.1 System Requirement for Windows Mobile Version

PC with “Active Sync” or “Mobile Device Center”

For PC with Windows XP:
o Active Sync 4.5 or higher is needed!
l For PC with Vista or Windows 7:

Note Device Center or Mobile Device Center is needed!

More information about system requirements available on Microsoft homepage.

Supported operating system on Mobile device:
Windows Mobile WM5.0
Windows Mobile WM6.1
Windows Mobile WM6.5

The Firmwareloder LF is tested on following Mobile devices:
MC 9090e
MC 9190ex

1.2 System Requirement for Windows CE Version

PC with “Active Sync” or “Mobile Device Center”

For PC with Windows XP:
o Active Sync 4.5 or higher is needed!
l For PC with Vista or Windows 7:

Note Device Center or Mobile Device Center is needed!

More information about system requirements available on Microsoft homepage.

Supported operating system on Mobile device:
Windows CE5.0
Windows CEG.0

The Firmwareloder LF is tested on following Mobile devices:
MC 9090ex
MC 9190ex
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Installation Installation Manual
Windows Mobile RFID Demo V.1.0 and RFID DemoCE V.1.1

2. Installation on Windows Mobile Device

2.1 Copy the necessary files to the Mobile Computer

Copy the following files by using Microsoft ActiveSync from the PC in a folder "for
example: Application\RFID" to the connected PDA.

For PC with Windows XP:
o Active Sync 4.5 or higher is needed!
1 For PC with Vista or Windows 7:
Note . . . .
Device Center or Mobile Device Center is needed!
More information about system requirements available on Microsoft homepage.
- NETCFv2.wm.armv4i
- sqlce30.dev.DE.ppc.wceb.armv4i
- sqlce30.ppc.weed.armvdi
- sqlce30.repl.ppc.weeb.armvdi
- Firmwareloader LF V1.0 (only needed for the RFID LF version)
- RFID Demo V1.0 (it detect automatically the type of the RFID reader,
for example LF, HF or UHF)
& RFID
Datei  Bearbeiten  Ansicht  Favoriten  Extras 7
O Zurick - () ? / ) Suchen Ordner x z) Elv
Adresse || ) \ApplicationiRFID
[arme Sige Tvpe Madified
_——_I_]_Firmwarelnader LF w1.0 1,35ME  WinZip-Datei 03.02,2011 14:0::12
j__]NETCFVZ.wm.armv‘H 2,13ME  WinZip-Datei 05.02.2011 14:07:46
CIIRFID Demo 1.0 2,77MB  WinZip-Datsi 08.02.2011 14:08:54
j._]sqlceSD.dev.DE.ppc.wceS.armMi 107KE  WinZip-Datei 05.02,2011 14:07:50
qulceSD.ppc.wceS.armMi E72KB  WinZip-Datei 03.02,2011 14:08:04
llsqIEESD.repl.ppc.wceS.armv4i S04KE  WinZip-Datei 05.02.2011 14:05:08
. . 3 .
]_ Firmwareloader LF v1.0 and the firmware files are only needed by using
Note the RFID LF version!

Afterwards please copy the firmware files (frm-files) from the PC to the PDA
(folder "My Documents").
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Installation Manual Installation
RFID Demo V.1.0 and RFID DemoCE V.1.1 Windows Mobile

It is important that these files will be copied into the folder “My Documents” because
Note otherwise TIDTalkPDA cannot find these files.

- btrw-hdx.v1.40.frm
- btrw-rw.v1.40.frm
- btrw-ti.v1.40.frm

Datal Bearbaken Anskcht Favorken Exfras ¢

I‘}Iur-.'r:k * & ? P Suchen Drdner )(_ E:

2 ' WMy Doouments

] Size | Type Mesdified

[ Business Crabenrndner
My Music Dusteordner
)My Pictures Ciakeiordnier
[jPersond Cizbesordner

iTemplae Clabteinedne
Iil‘_tr.ﬂ-hu:lx.'-.'1 0 13,08 ProyENGINEER For,,, 08022011 140922
D0 bttrws-w. 1. 40 13,6 ProENGIMNEER For... 05022010 14:09:22
IE_l:ﬂ-“.-.l-l:-.'-'l.q-D 12,KE Pro/EMGIMEER For... 05.02.2011 14:09:22

2.2 Install the files on the Mobile Computer

It is important to start the installation of the files in the correct sequence.

- NETCFv2.wm.armv4i

- sqlce30.dev.DE.ppc.weceb.armv4i

- sqlce30.ppc.weced.armvdi

- sqlce30.repl.ppc.weeb.armvdi

- Firmwareloader LF V1.0 (only needed for the RFID LF version)
- RFID Demo V1.0

You can start the installation process on the PDA via "double tab/click" on the file. The
software installation is starting. Follow all the steps on the display.

As example it is shown below for the “NETCFv2.wm.armv4i” file.
Repeat the installation process with the other files.
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Installation Installation Manual
Windows Mobile RFID Demo V.1.0 and RFID DemoCE V.1.1

The software detects automatically the RFID reader in the Mobile Computer.

Tab on “NETCFv2.wm.armv4i” file Installation process starts.

HL | Start & 4< 530

(¥ rFID ~ Name Instaling NETCFv2 wm.army4i.cab ...
[ByFirmwareload..  2/8/11 1.35M | |

[BYNETCFv2wm...  2/8/11 2.13M
[ZYRFID Demo V..  2/8/11 2.77M
[Z7sqlce30.dev.D..  2/8/11 107K
[ salce30.ppew...  2/8/11 672K
[Z7sqlce30.replp..  2/8/11 304K

o s 520 [X

I _
Iy | File Explorer

o e

Choose the installation folder and tab to  The file will be installed on the folder.
Install.

F g " r "
/¢ | start & o< 5:32 | Start & o€ 532

Choose a location to install "Microsoft Instaling NETCFv2 wrn.arrnvei.cab ...
NET CF 2.0" 111 |

() Device

®

{3 \Cache Disk

Space Needed: 5462 KB

Space Avaiable: 11576 KB

Follow the instruction on the screen.

/¢ | start & o€ 5:34

You must restart the device to
complete installation, Select Ok to
restart or Cancel to continue,

113 E Cancel
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Installation Installation Manual
Windows CE RFID Demo V.1.0 and RFID DemoCE V.1.1

3. Installation on Windows CE Device

3.1 Copy the necessary files to the Mobile Computer

Copy the following files by using Microsoft ActiveSync from the PC in a folder
"for example: Application\RFID" to the connected PDA.

For PC with Windows XP:
° Active Sync 4.5 or higher is needed!
1 For PC with Vista or Windows 7:
Note . , . .
Device Center or Mobile Device Center is needed!
More information about system requirements available on Microsoft homepage.
- sglce.dev.DE.wceb.armv4i
- sqlce.repl.wceb.armv4i
- sglce.wceb.armv4i
- Firmwareloader LF V1.0 (only needed for the RFID LF version)
- RFID DemoCE V1.1 (it detect automatically the type of the RFID reader,
for example LF, HF or UHF)
& WApplication\RFID
Datei  Bearbeiten  Ansicht  Faworiten  Extras 7
O Zuriick. - J if /' ) Suchen Crdner x m E-
fdresse |2 \applicationRFID
e Size . Tvne Modified
:_l_]Firmwareluader LF V1.0 1,35ME  WinZip-Datei 03.05.2011 15:04:54
:l_]RFID Demo’E ¥1.1 2,81ME  WinZip-Datei 03.05.2011 15:04:28
_——_l_]sqlce.dev.DE.wceS.armw‘ri 364KE  Windip-Datei 03.05.2011 15:04:04
:_l_]sqlce.repl.WEES.armv4i TE3KE  Windip-Datei 03.05.2011 15:04:06
:_l_]sqlce.WEES.armv4i 1,65ME  WinZip-Datei 03.05.2011 15:04:12
. . " .
]_ Firmwareloader LF v1.0 and the firmware files are only needed by using the
Note RFID LF version!

Afterwards please copy the firmware files (frm-files) from the PC to the PDA
(folder "My Documents").

Technical data subject to change without notice.

Issue: Revision 2 / June 2011 Page 7 of 9



Installation Installation Manual
Windows CE RFID Demo V.1.0 and RFID DemoCE V.1.1

It is important that these files will be copied into the folder “My Documents” because
Note otherwise TIDTalkPDA cannot find these files.

- btrw-hdx.v1.40.frm
- btrw-rw.v1.40.frm
- btrw-ti.v1.40.frm

Datal Bearbaken Anskcht Favorken Exfras ¢

I‘}Iur-.'r:k * & ? P Suchen Drdner )(_ E:

2 ' WMy Doouments

] Size | Type Mesdified

[ Business Crabenrndner
My Music Dusteordner
)My Pictures Ciakeiordnier
[jPersond Cizbesordner

iTemplae Clabteinedne
Iil‘_tr.ﬂ-hu:lx.'-.'1 0 13,08 ProyENGINEER For,,, 08022011 140922
D0 bttrws-w. 1. 40 13,6 ProENGIMNEER For... 05022010 14:09:22
IE_l:ﬂ-“.-.l-l:-.'-'l.q-D 12,KE Pro/EMGIMEER For... 05.02.2011 14:09:22

3.2 Install the files on the Mobile Computer

It is important to start the installation of the files in the correct sequence.

- sqlce.dev.DE.wceb.armv4i

- sglce.wceb.armv4i

- sqlce.repl.wceb.armvdi

- Firmwareloader LF V1.0 (only needed for the RFID LF version)
- RFID DemoCE V1.1

You can start the installation process on the PDA via "double tab/click" on the file. The
software installation is starting. Follow all the steps on the display.

As example it is shown below for the “sqlce.dev.DE.wce5.armv4i” file.
Repeat the installation process with the other files.
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Installation Manual Installation
RFID Demo V.1.0 and RFID DemoCE V.1.1 Windows CE

E] The software detects automatically the RFID reader in the Mobile Computer.
Note

Tab on “sqlce.dev.DE.wce5.armv4i” file Choose the path for the installation and

tab OK.
|File Edit View Go Fav| |FI|E Edit View Go Fa\r|..
DDEEEEE LTl
IEIEZ ] F ool [wswtiser. @ler
e Fimmwarcloader LF V1.0 1.35MB C2 3 ...\Microsoft SQL Server
B¥RFID DemoCE v1.1 2.81ME 2

Clhy
sUlce. e, LEwWLeD diTivsl SD3kE e

@sqlce.wceS.armMi 1.66MB Co

Escf1 (2|34 |5[(6|7|8]|9(0/|- -
[r] 1

TablaJwler]t]yJuliJo]p]L]
CAP[a|s|d| T ] '
Shift| 2z (x| C|¥ f
cufai] - [\ ] [er]e]

q | 0
IEII—}P‘FID |@_;., g% \@"El Iglllnstalling o |®:ﬁ* % \@"E‘

cLﬂ
-~

The installation process is running. Repeat it with the other files and complete
the installation process.

[File Edit view Go Faw|
lLel*] @] X|e| & -|

ng files. ..

ramn Files\Microsoft SOL Server Compact Edi

Tab] I e[r[t]yJulifo]p]L[]]
CAP| a difjgalh|j[k]|l]:

Shift| z cl¥|b|[n[m i+
culan] I I ItlTI«Ia

@Illnstalllng Sho |@.ﬁ % |@"%|
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